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Portable and PC spirometer

EasyOne Air is a flexible, accurate and proven spirometry solution. Easily connect to the
PC with Bluetooth for real-time patient incentives, data exchange and EMR connectivity.
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Simple. Certain. Proven.

EasyOne Air

Pre Post

Param. Best Best %Chg
FVCIL] 582 596 +24
FEVI[L] 4.82 490 417
FEV1/FV 8277 8223 -07
FEF2575[ 4.87 496 +1.8
PEF[L/s] 10.68 10.50 -1.7
BEVI[L] 0.10 0.08 -18.8

123 456 7 8

FEV1var: 116ml FVCvar: 31ml. Session quality B
Normal spirometry

FEV1var: Tml FVCvar: 31ml. Session quality A
Normal spirometry

TrueFlow

- . makes the difference
Specifications

) ] ndd’s unique ultrasonic flow measurement is
Test types: FVC, FVL, SVC, MVV and Pre/Post testing highly accurate in all flow ranges, independent

Languages: English, Danish, Dutch, French, German, Italian, of gas composition, pressure, temperature and
Polish, Portuguese, Russian, Spanish, Swedish humidity. ndd TrueFlow is a hygienic and
resistance-free solution that does not require
calibration during its lifetime.

EMR connectivity: EasyOne Connect

Dimensions: 34" x 6.1"x 14", 13 oz

87 mm X 155 mm x 36 mm, 0.356 kg Easyone Connect

Standards: ATS/ERS 2019 and 2005, NIOSH, OSHA, SSA Disability

EasyOne Connect software offers one database
and one platform for all EasyOne point-of-care-

Part numbers solutions. Data management has never been
easier.

2500-2A: EasyOne Air spirometry system (US and Canada)

2500-2INT: EasyOne Air spirometry system (International)

5050-50: EasyOne FlowTube box of 50
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5050-200: EasyOne FlowTube box of 200
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